
T2550
PROGRAMMABLE AUTOMATION CONTROLLER

EUROTHERM® FLEXIBLE SOLUTIONS

AFFORDABLE HIGH AVAILABILITY PAC
WITH SECURE DATA RECORDING



Instant Redundant capability

Advanced control algorithms with Autotune

Secure Redundant recording at point of
measurement

Setpoint programming

Extensive features – for example Zirconia probe  and
frequency inputs

The T2550 PAC is a high performance solution from
Eurotherm® offering extremely cost effective redundancy
options with integral recording capability – capturing the
vast control and recording expertise and reputation that
Eurotherm has built over the last 40 years.  This powerful
instrument is capable of logic and sequential control,
recording and set point programming, combined with its
powerful array of specialist features is designed to
maximise the return on investment (ROI), and ensure the
maximum availability of, your process. 

Eurotherm has brought innovation in simplicity to this
latest automation product, the T2550 PAC. Hot swap
modules, auto I/O build functionality, a personality flash
card, clear status indication and an intuitive toolset all
make the T2550 simple to use, install, engineer and
upgrade. Fitted with E-Sync technology (Eurotherm’s easy
synchronisation functionality), engineering a high
availability solution with redundant processors and
networking couldn’t be simpler.

Technology so powerful it’s simple
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Maximise process uptime with redundant capabilities

Dual redundant processors at the touch of a button

Redundant recording 

Redundant logic and sequential control

Hot start capability

Personality flashcard – reduce MTTR and simplify

application updates

The T2550 PAC brings high availability with
affordability and, utilising E-Sync technology,
minimises engineering costs, shortens time to
implement and simplifies lifetime maintenance.

Using T2550 reduces engineering costs and its high
availability maximises your process uptime. In its duplex
mode it offers redundancy of processors, power supply,
recording  and network at a price performance level that
has never been seen before. The controller/recorder
redundancy is automatically commissioned – simply plug
the additional processor module into the redundant base
and initiate the E-Sync technology with a single button
press on the front of the unit. During this process all files
from the primary processor are copied to the secondary
to allow the secondary processor to mirror and monitor
the primary. No special cabling or engineering is
required to configure a secondary processor.

Changeover to a secondary controller is automatic with
uninterrupted control and bumpless transfer of
communications and process I/O. Replacement of a
processor or I/O module can be done with the power on
and initialisation is automatic. These powerful features
combine with the very high MTBF of the system’s I/O and
passive backplanes to provide extremely high system
availability.

T2550 also supports online reconfiguration for modifying
or enhancing the existing configuration while still
controlling and monitoring the process plant. With
support for adding and hot swapping the I/O modules,
active strategy components can be modified to support
system enhancements and improve the lifetime
availability of the plant.



Simple toolset

Multiple T2550 PACs can be viewed and configured via a
set of easy-to-use PC tools. Context sensitive help,
graphical configuration, auto generation of I/O database
and an Explorer style network are all designed to make
engineering of this advanced product quick and simple to
implement.

Plug in, hot swap modules

“Try before you buy” mode

Personality Flash card

Windows graphical configuration

Advanced PID control with auto tune

Online re-configuration

Cost Effective I/O System

Universal modules reduce spares requirements
No need for signal conditioners – TC, PRT, mV, mA, V all
supported

Hot swap modules

Auto I/O configuration

High resolution and accuracy

Simplify cubicle construction with direct connection
of field devices

T2550 PAC offers a variety of base sizes supporting a wide
selection of I/O modules.  This versatility ensures that you
get the closest and most cost effective match to your
application requirements.

Instruments are available supporting 4, 6, 8 or 16
modules. The modules available include:

Universal Analogue Inputs including Transmitter
Power Supply – TC/RTD/mA/Volts/Resistance

Analogue Output – Volts/mA

Digital Input (contact and logic) and AC – Volts

Digital Outputs – Logic and Relay

T2550 PAC designed for simplicity
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“Try before you buy”
It is sometimes difficult to know the boundaries of what
is needed for all of the functionality required when
engineering a solution. “Try before you buy” gives the
user flexibility to build a solution to exactly the
requirements and select the software options used when
the solution is working. The process can be enhanced and
added to throughout its life time.
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Online reconfiguration

Online reconfiguration provides a useful foundation for
enhancement of the deployed control system and allows
modification of the systems application software when it
is running. You can add and delete function blocks and
wires to create a new or improved control strategy for
your application while the process is running. You can
then try and untry the strategy to ensure it is correct for
your application before finally applying.

A choice of IEC 61131 languages gives the user the ability
to select the most appropriate method of programming
for the I/O type or application required:

Function Block diagram

Sequence Function Chart

Structured Text

Ladder Logic Control



Secure acquisition for business critical data

“Store” with Redundant data recording

“Forward” over Ethernet communications

Electronic logging of process values

Designed for 21CFR Part 11 electronic records

FTP push to up to three servers

Time synchronisation across the network

A unique feature of the T2550 PAC is secure redundant
data recording. This allows data, alarm information and
messages to be recorded at the point of measurement,
with all data being time stamped as it is recorded,
satisfying regulations such as the FDA 21CFR Part 11 or
Nadcap.

Secure data recording is always important, and in many
processes is vital to the end product. Using the
redundant processor and power supply capabilities of the
T2550 PAC not only records data but can mirror it into a
secondary processor. This ensures that as long as the
process is running secure data is maintained and is
available over the communications network.

If communications is lost for any reason the data is still
available for forwarding when communications is
restored ensuring that any holes in the supervisory
visualisation software are closed to provide a complete
picture of the process.

With up to several months of data stored in the internal
flash memory Data can either be pushed over FTP to
primary, secondary or tertiary servers – effectively
providing a secure infinite archiving capacity.

BUSINESS
SYSTEMS

OPERATIONS
VIEWER

OPERATIONS
SERVER

REVIEW

3216 T8203RD PARTY
INTEGRATION

T2550T2550T940X

Flexible, Creative Solutions
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Lost Communications

Self-healing on Repair of Network

Data can also be pulled into multiple sources where it is
needed for batch, process and analysis reporting, and
forms the primary source of data archive for the FDA or
similar. When the T2550 is used with the Eurotherm DCS
solution any loss in communication causing gaps in data
at the top end system will automatically be filled in from
the secure files at the instrument when communications
is restored.

Software such as “Eurotherm Review” can acquire the
data for back up and inclusion in a database, viewing,
printing or for report preparation and publication, with
packages such as “Dream Report™” from Eurotherm.



ACTIVE
FACTORY

T820
LOCAL HMI

3RD PARTY
INTEGRATION

6180A

EYCON 10
VISUAL SUPERVISOR

EYCON 20
VISUAL SUPERVISOR
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EPOWER

Distributed and Integrated solutions

Whether a standalone or a plant wide solution, the T2550
PAC offers high performance with flexibility of scale,
distribution and integration to suit the requirement. It
provides peer-to-peer communications and units can be
distributed throughout the plant with simple
configuration from a single database. A wider, integrated
solution can be provided using Modbus RTU, TCP or
Profibus communication to other products and systems.

Standalone, unit solution

Plant wide, distributed solution with reduced
engineering

Plant wide, Integrated solution with powerful
communications

Eycon™ 10 and Eycon 20 Visual Supervisors
Eycon 10 and Eycon 20 visual supervisors are advanced
HMI panels, each offering an integrated, colour,
touchscreen display. They both offer accurate continuous
and sequential control and have an open network
architecture providing connection to the T2550 PAC and
other 3rd party devices.

The Eycon 10 and Eycon 20 are easy to use yet have
many advanced functions including:

Data recording with advanced online and historical
data trending

Electronic Records and Electronic Signatures in
accordance with FDA 21 CFR Part 11

Comprehensive Batch Control

Recipe Management

Multi-Setpoint Programming

Alarm and event management

USB port for data archiving to USB memory device

Standard and custom displays to match the process

Comprehensive security features for user-based
controlled access

T820 HMI
The T820 is a graphic display unit with integrated keypad
for operator data entry. It is ideal for use with the T2550
(in simplex or duplex mode) to provide a cost effective
local HMI.



Setpoint Programmer

Many applications have a need to vary the process value
over time. One in particular, temperature control, often
needs to ramp the process from one level to another and
perhaps maintain that value for a set period using a set
point program. The T2550 PAC has the ability to run
multiple set point programs, up to 32 segments in each,
following pre programmed values for up to 8 analogue
values and 128 digital. 

Configured using either a PC based setpoint programmer
wizard, or the Setpoint program editor software within
LINTools configuration software or integrated into a
system with Eycon 10 or Eycon 20 Visual supervisors, the
setpoint programmer.

Advanced Feature Set

Wide range of standard
and advanced function blocks

Alongside the wide range of standard function blocks
such as system blocks, I/O blocks, Timers, Counters, and
maths blocks, there exist others, such as a powerful suite
of diagnostic blocks that can be used to commission fault
T2550 and analyse network performance. 

Standard blocks such as the PID control block with
advanced control algorithms capable of Heat / Cool and
Valve positioning control, in harmony with advanced
control and application blocks such as “Pump Duty /
Standby” make engineering complex control systems
simple to configure yet powerful, robust and reliable.

Function Block Libraries (Continuous Database Function
Categories) 

I/O – Analogue and Digital Input/Output, manual
Override 

Conditioning – Dymanic Signal-Processing 

Control – Analogue Control, Simulation and
Communications

Timing – Timing, Sequencing, Totalisation and Events

Selector – Selection, Switching, and and Alarm
collection

Logic – Boolean, Latching, Counting and Comparison

Maths – Mathematical Functions and Free-format
expression

Configuration – Instrument Identity Blocks

Diagnostics – Diagnostic Blocks
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Fast and simple
HOT SWAP I/O and
processor modules

Easy replacements and upgrades

During the life time of a process there will be times when
modules need to be replaced or added to the system.
The ability to hot swap I/O and processor modules on the
T2550 PAC makes this process fast and simple. If the
processors are in duplex mode, one can be replaced
without the need to stop the process and, utilising E-Sync
Technology, is synchronised back with the system by a
single button press. If the T2550 is in simplex mode a
second processor can be added at any time with simple
engineering the system can quickly be upgraded and
continue to run now with the added assurance of being
in duplex mode.

Each processor contains a compact flash card that holds
its firmware, application and configuration files – its
“personality”. If a processor needs to be replaced in
simplex mode the user can simply take a standard spare
processor and insert the personality flash card. There is
no need to hold pre-configured spares and any downtime
is minimised with this simple process.



Real-world applications
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T2550 PAC is modular and very cost effective. It is ideal for small and large applications.

It’s reliability and high availability brings security to critical processes - ensuring they
keep running when you need them to. This powerful technology and Eurotherm’s
expertise in key application areas brings clear benefit to many process areas. A few
examples are shown here.

GLASS FURNACE

Improve plant throughput with system redundancy options

Rapid installation during critical cold rebuilds

Online Reconfiguration facilitates system enhancements without
stopping the process

Calibration and maintenance modules to ensure 
the process is performing as it should

Distributed architecture with local 
cabinets to reduce cabling costs

No need for additional marshalling

Local and central HMIs

Easy integration to
plant wide systems

From simple loop control to information
integration and plant wide DCS systems,
Eurotherm can offer scalable, modular
solutions to match your requirements.
T2550 PAC brings added security to the
critical process of the glass furnace, as high
availability is integral in its design.

Modularity provides local control,
interlocking and I/O connection

Multi-tasking environment

10ms rapid tasks for controlling position

Multi-tasking and rapid digital input

Keep the process running with cost effective
control redundancy

System enhancements without interruption
with Online Reconfiguration

Calibration block facilitates simple calibration
with step-by-step instructions

Reduce process time and save energy using
steady state algorithms with step-by-step
instructions

ZIRCONIA INPUT
FUNCTIONALITY

Zirconia Probe Input 

Carbon, Dewpoint
and Oxygen 

Probe Cleaning 

Probe Diagnostics 

Sooting Alarm 

The T2550 PAC is suitable for precision
control of temperature, carbon potential,
dewpoint and oxygen in Atmosphere heat
treatment applications. Providing support for
a wide variety of Carbon Probes the Zirconia
function block derives Oxygen, Carbon and
Dewpoint values from a Probe connected to
the I/O subsystem, and can be used to
control the carbon potential, dewpoint or
oxygen in a furnace or as an integrated
furnace controller where any or all of these
variables are controlled in conjunction with
the temperature. Standard features include an
automatic probe cleaning routine, a sooting
alarm and probe diagnostics, providing
information on the health of the probe.

RETORT FURNACE
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BMS/EMS

Solutions based on expertise
in secure data recording 
combined with accurate
control functionality

High availability

Easy compliance

Standard validation templates

Scalable and distributed

Eurotherm offers easy
compliance solutions to
Building Management
Systems/Environmental
Monitoring Systems
(BMS/EMS). The
modularity of the T2550
PAC enables distribution
around the plant to
control each room, group
of rooms or complete
processes (e.g. main
HVAC system). If a fault
condition occurs with the
primary processor the changeover to the secondary is bumpless and the HVAC
and other systems are uninterrupted.

Using online reconfiguration and hot swap modules, existing systems can be
enhanced without disturbing running processes. Eurotherm’s solution provides
easy calibration & maintenance management; multiple alarming solutions;
secure data recording, and remote visualisation – all as scalable options from a
single room to a plant wide package.

STERILISATION

Autoclave control

Local, custom graphic displays

Accurate and repeatable control

Periodic calibration facility

Typical pressure cycles used in autoclaves:

1. Cycle for fabrics, assembled filter units
and discard loads.

2. Cycle for laboratory.
3. Cycle mainly used for discard loads.

FERMENTATION PROCESS

Incubation control necessitates the precise control of a number
of parameters – including temperature, pH, DO2, agitation,
pressure, foam control and auxiliary feed. The batch in the
fermenter is often of high value and continual control of the
process during a batch is vital. T2550 offers high availability
along with accurate control – quickly bringing a return on
investment to the business.

High availability, precise loop control

Sequential control for vessel sterilisation and more
complex control strategies

Minimise risk to the process with redundant processors,
network and  power supply

FREEZE DRYER

Precise temperature control with
ramping

Customised displays

Clear indication to the local operator of
key process parameters and states

Sequential control of the temperature,
vacuum and refrigeration plant

21 CFR Part 11

Safety strategies to ensure product is not
damaged as a result of plant failure

Freeze drying is a slow batch process and, in
the pharmaceutical and biochemical
industries, the value of the product is high.
T2550 PAC can control this critical process
with high accuracy and reliability. Combined
with other Eurotherm products, our Freeze
Dryer solutions include secure data recording,
electronic signatures and audit trails in
accordance with 21 CFR Part 11; a range of
local and central HMIs with flexible graphics;
batch control and reporting, and alarm
management.



Algeria
Azerbaijan
Bahrain
Bangladesh
Benin
Bosnia and Herzegovina
Bulgaria
Burkina Faso
Cameroon
Canada
Czech Republic
Egypt
Georgia
Greece
Guinea-Conakry
Hungary
Indonesia
Iran
Iraq
Israel
Ivory Coast
Japan
Jordan
Kazakhstan
Kenya
Kuwait
Latvia
Lithuania

Malaysia
Mali
Mexico
New Zealand
Niger
Nigeria
Oman
Pakistan
Philippines
Puerto Rico
Qatar
Romania
Russia
Saudi Arabia
Serbia and Montenegro
Singapore
Slovak Republic
Slovenia
South Africa
Sri Lanka
Thailand
Togo
Tunisia
Turkey
Turkmenistan
UAE
Ukraine
Uzbekistan

Eurotherm: International sales and service

Represented by:

Understanding and providing local support is a key part of Eurotherm business. Complementing worldwide Eurotherm offices are a
whole range of partners and a comprehensive technical support team, to ensure you get a service you will want to go back to.

Eurotherm is also represented in the following
countries:

AUSTRALIA Sydney
Eurotherm Pty. Ltd.
T (+61 2) 9838 0099
F (+61 2) 9838 9288
E info.au@eurotherm.com

AUSTRIA Vienna
Eurotherm GmbH
T (+43 1) 7987601
F (+43 1) 7987605
E info.at@eurotherm.com

BELGIUM & LUXEMBOURG Moha
Eurotherm S.A/N.V.
T (+32) 85 274080
F (+32) 85 274081
E info.be@eurotherm.com

BRAZIL Campinas-SP
Eurotherm Ltda.
T (+5519) 3707 5333
F (+5519) 3707 5345
E info.br@eurotherm.com

CHINA 
Eurotherm China
T (+86 21) 61451188
F (+86 21) 61452602
E info.cn@eurotherm.com

Beijing Office
T (+86 10) 63108914
F (+86 10) 63107291
E info.cn@eurotherm.com

Guangzhou Office
T (+86 20) 38106506
F (+86 20) 38106511
E info.cn@eurotherm.com

DENMARK Copenhagen 
Eurotherm Danmark AS
T (+45 70) 234670
F (+45 70) 234660
E info.dk@eurotherm.com

FINLAND Abo
Eurotherm Finland
T (+358) 22506030
F (+358) 22503201
E info.fi@eurotherm.com

FRANCE Lyon 
Eurotherm Automation SA
T (+33 478) 664500
F (+33 478) 352490
E info.fr@eurotherm.com

GERMANY Limburg
Eurotherm Deutschland GmbH
T (+49 6431) 2980
F (+49 6431) 298119
E info.de@eurotherm.com

HONG KONG 
Eurotherm Hongkong
T (+85 2) 28733826
F (+85 2) 28700148
E info.hk@eurotherm.com

INDIA Chennai 
Eurotherm India Limited
T (+91 44) 24961129
F (+91 44) 24961831
E info.in@eurotherm.com

IRELAND Dublin
Eurotherm Ireland Limited
T (+353 1) 4691800
F (+353 1) 4691300
E info.ie@eurotherm.com

ITALY Como
Eurotherm S.r.l
T (+39 031) 975111
F (+39 031) 977512
E info.it@eurotherm.com

KOREA Seoul 
Eurotherm Korea Limited
T (+82 31) 2738507
F (+82 31) 2738508
E info.kr@eurotherm.com

NETHERLANDS Alphen a/d Rijn
Eurotherm B.V.
T (+31 172) 411752
F (+31 172) 417260
E info.nl@eurotherm.com

NORWAY Oslo 
Eurotherm A/S
T (+47 67) 592170
F (+47 67) 118301
E info.no@eurotherm.com

POLAND Katowice
Invensys Eurotherm Sp z o.o.
T (+48 32) 2185100
F (+48 32) 2177171
E info.pl@eurotherm.com

SPAIN Madrid
Eurotherm España SA
T (+34 91) 6616001
F (+34 91) 6619093
E info.es@eurotherm.com

SWEDEN Malmo
Eurotherm AB
T (+46 40) 384500
F (+46 40) 384545
E info.se@eurotherm.com

SWITZERLAND Wollerau
Eurotherm Produkte (Schweiz) AG
T (+41 44) 7871040
F (+41 44) 7871044
E info.ch@eurotherm.com

UNITED KINGDOM Worthing
Eurotherm Limited
T (+44 1903) 268500
F (+44 1903) 265982
E info.uk@eurotherm.com
www.eurotherm.co.uk

U.S.A. Leesburg VA
Eurotherm Inc.
T (+1 703) 443 0000
F (+1 703) 669 1300
E info.us@eurotherm.com
www.eurotherm.com

ED56

© Copyright Eurotherm Limited 2008

Invensys, Eurotherm, the Eurotherm logo, Chessell, EurothermSuite, Mini8, Eycon, Eyris, EPower and Wonderware are trademarks of Invensys plc, its subsidiaries and affiliates.
All other brands may be trademarks of their respective owners.

All rights are strictly reserved. No part of this document may be reproduced, modified, or transmitted in any form by any means, nor may it be stored in a retrieval system
other than for the purpose to act as an aid in operating the equipment to which the document relates, without the prior written permission of Eurotherm limited.

Eurotherm Limited pursues a policy of continuous development and product improvement. The specifications in this document may therefore be changed without notice.
The information in this document is given in good faith, but is intended for guidance only. 

Eurotherm Limited will accept no responsibility for any losses arising from errors in this document.

Part No. HA029285 Issue 4 

Printed on
recycled paper

in England 06.08



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




