
Downloads:	 IODD files may be downloaded from www.contrinex.com (Download section)

Vendor ID 342 (0x0156)

Device ID 1311233 (0x140201)

IO-Link version ID 1.0

SIO mode Supported

Process data 16-bit input

Baudrate COM2 (38.4 kBaud)

Minimum cyle time 5.0 ms

Service PDU Not supported
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Bit Name Description

15-9 Detection threshold level Threshold level for mark detection

8 Mark brighter than background Value "True" if mark is brighter than background, "False" if mark is darker than background

7-1 Reception level Level of light intensity on reception

0 Mark detected Value "True" if mark is detected
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KTx-4155-407

Address
(Index; Subindex)

Bit Parameter name Access Description

10h (1;1) (7:0)
Switching output
configuration

R/W
Configuration of the switching output. 
0=input pin; 1=high when mark detected; 2=low when mark detected..

11h (1;2) (7:0) Switching tolerance level R/W
Adapt the tolerance of the mark detection to the application.
Tolerance level from 1=low tolerance to 5=high tolerance.

12h (1;3) (7:0) Switching delay R/W
Switching delay (note: no delay on process data).
0=0 ms; 1=10 ms; 2=50 ms; 3=100 ms 4=200 ms and 5=500 ms.

13h (1;4) (7:0) Output stretch R/W
Output stretch (note: no stretch on process data).
0=0 ms; 1=10 ms; 2=50 ms; 3=100 ms 4=200 ms and 5=500 ms. 

14h (1;5) (7:0) Teach command W
Teach function command. 1=teach mark; 2=teach background.
Detection threshold saved after the background teach.
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Bit Name Description

7 Event details Always 0, no event details

6 Invalid process data Always 0

5 Reserved Always 0

4 Communication error Always 0

3 Device error Always 0

2 Parameter error Always 0

1 Device warning Always 0

0 Device message Always 0
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Downloads:	 IODD-Dateien finden Sie auf der Contrinex-Website www.contrinex.com (unter Download)

Hersteller-ID 342 (0x0156)

Geräte-ID 1311233 (0x140201)

IO-Link Version ID 1.0

SIO Modus Unterstützt

Prozessdaten 16-Bit Eingang

Baudrate COM2 (38.4 kBaud)

Minimale Zykluszeit 5.0 ms

Service-PDU Nicht unterstützt
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Bit Name Beschreibung

15-9 Erkennung Schwellwert Schwellwert für Markenerkennung

8 Marke heller als Hintergrund "True" = Marke ist heller als Hintergrund; "False" = Marke ist dunkler als Hintergrund

7-1 Empfangswert Lichtintensität beim Empfang

0 Marke erkannt "True" = Marke erkannt
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Bit Name Beschreibung

7 Event Detail Immer 0, kein Event Detail

6 Prozessdaten ungültig Immer 0

5 Reserviert Immer 0

4 Kommunikationsfehler Immer 0

3 Gerätefehler Immer 0

2 Parameterfehler Immer 0

1 Gerätewarnung Immer 0

0 Gerätemeldung Immer 0
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KTx-4155-407

Adresse
(Index; Subindex)

Bit Parametername Zugriff Beschreibung

10h (1;1) (7:0)
Schaltausgang
Konfiguration

R/W
Konfiguration des Schaltausgangs. 
0=Eingangspin; 1=HIGH für Markenerkennung; 2=LOW für Markenerkennung.

11h (1;2) (7:0) Schalttoleranzstufe R/W
Einstellung der Schalttoleranzstufe für die Markenerkennung der Applikation.
Toleranzstufe von 1=niedrige Toleranz bis 5=hohe Toleranz.

12h (1;3) (7:0) Impulsverzögerung R/W
Einschaltverzögerung (keine Einschaltverzögerung bei Prozessdaten).
0=0 ms; 1=10 ms; 2=50 ms; 3=100 ms 4=200 ms und 5=500 ms.

13h (1;4) (7:0) Impulsverlängerung R/W
Ausschaltverzögerung (keine Ausschaltverzögerung bei Prozessdaten).
0=0 ms; 1=10 ms; 2=50 ms; 3=100 ms 4=200 ms und 5=500 ms. 

14h (1;5) (7:0) Teachbefehl W
Befehl der Teach-Funktion. 1=Teach auf Marke; 2=Teach auf Hintergrund.
Speicherung des Erkennungsschwellwerts nach dem Teach auf Hintergrund.D
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