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Cable No.:19810013

2M

TECHNIACAL   SPECIFICATIONS

CONTANCT CARRIER MATERIAL

MOLDED HEAD MATERIAL/COLOR

CONTACT MATERIAL/PLATING

COUPLING NUT MATERIAL/PLATING

RATED CURRENT

RATED VOLTAGE

OUTER CABLE JACKET MATERIAL/COLOR

CONDUCTOR INSULATION MATERIAL

NUMBER OF CONDUCTORS(AWG)

OPERATING TEMPERATURE

PROTECTION CLASS

XXXXXX XXXXXX

NYLON OR TPU

TPU/YELLOW

BRASS/GOLD

ZINC DIE-CAST/NICKEL

1.5A

480V

PUR/GREEN

PE

2×2×26AWG+SHIELD

-25℃~＋85℃

IEC IP67,IN MATED CONDITION

1 OF 1A

SGY 2023.8.9

CBL-M8AM4-RJ-2

UNITRONICS CBL-M8AM4-RJ-2

UNITRONICS CBL-M8AM4-RJ-2

6cm

6cm

P2

12345678

1.OR/WH(+tx)
2.OR(-tx)
3.BU/WH(+rx)
4.N/C
5.N/C
6.BU(-rx)
7.N/C
8.N/C

P1

1.OR/WH(+tx)
2.BU/WH(+rx)
3.BU(-rx)
4.OR(-tx)

MALE END VIEW

MALE END VIEW

ALEX


